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INSTALLATION DETAIL §OF BREAKAWAY HOLES —
(SEE DETAIL "A" & NOTE #3)
Post| Post | Embedment | Notch | Breakaway BACKFILL <
Type| Size Depth A Depth | Hole Size (SEE NOTE #2)
D-1 | 4"x4" 3'-6"
D-2 | 4"x6" 4'-" 13" | 1/5" DIA. ]
D-3 | 6'xe" 5'-0" 17" 2" DIA. INSTALLATION DETAIL
D-4 | 6"x8" 6'-0" 25" 3" DIA.

NOTE: 7'-@" MIN. CLEAR DISTANCE BETWEEN 6''x6'" POSTS OR LARGER.

FULL WIDTH SAW CUT NOTCHES ARE REQUIRED ON ALL TWO POST INSTALLATIONS.

OMIT NOTCH FOR SINGLE POST INSTALLATIONS.

NOTES:

1. PLACE LONG DIMENSION OF POST CROSS SECTION PERPENDICULAR TO
THE SIGN FACE.
2. BACKFILL SHALL BE APPROVED GRANULAR BORROW.

3.

BREAKAWAY HOLES SHALL BE FIELD DRILLED. POSTS 4''x6" and

LARGER REQUIRE BREAKAWAY HOLES. THE BREAKAWAY HOLES SHALL BE
DRILLED PARALLEL TO THE SIGN FACE.

o

. IF THE LOWER SIGN IS AN OBJECT MARKER, THE DIMENSION

SHALL BE 4'-0".

o Ul

. POSTS SHALL BE PRESSURE TREATED ACCORDING TO SECTION 710.09.
. SEE SIGN ERECTION SHEET IN PLANS FOR 'C' DIMENSION.
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